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STONE DUMPED

SEEDING AREAS

RIFRAR

HOT-MIX ASPHALT:
BITUMINOUS MATERIALS (FRIME COAT:
BITUMINOUS MATERIALS (PRIME COAT)
AGGREGATE PRIME COAT
SURFACE / BINDER {112 lbs?

MULCH METHOD
AGRICUL TURAL GROUND LIMESTONE
NETROGEN FERTILIZER NUTRIENT
PHOSFRORUS FERTILIZER NUTRIENT
POTASSIUN FERTILIZER hUTRIENT
TEMPORARY EROSION CONTROL SEEDING

COMMITMENTS

AGGREGATE (QURFACE, BASE. SUBBASE, OR BACKFILLY

2.0% TON /7 CY YD
150 TON 7~ QU YD

C.00038 ToM / S0 YD {on pavement)
£2.001425 TON 4 S0 YD (on aggreagre)
2002 TON £ S8 YB

$3.0568 TON 7 S8 YD » IN

2.0 TON / ACRE
2.0 TON /7 ACRE
¢ L8 7 ACRE
90 LB / ACRE
3¢ L8 7 ACRE
100 LB 7 ACRE

i, FIELD/RESIDERT ENGINEDR SHALL COMTACT STURIES AND PLANS CONCERNING ANY MAJOR
PLAN CHANCE TO MAKE SURE NO PREVIOUS COMMITMENTS (NOT LISTED) WERE MADE
AFFECTING THE DESIGM, AND ALLOW AN IMPROVED DESIGN FOR FUTURE PROJECTS.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR FOLLOWING THE REQUIREMEMTS OF AN
NPDES STORMWATER PERMIT FOR CONSTRUCTION ACTIVITY FOR THIS PROJECT.

GENERAL NOTES

i,

R
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2
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THE THICKNESS OF BITUMINCGUS MIXTURES SHOWN ON THE PLANS 1S NOMINAL THICKNESS,
DEVIATIONS FROM THE NOMINAL THICKNESS WILL BE PERMITTED wWHEM SUCH DEVIATIONS
QLCUR DUE 7O IRREQULARITIES ™ THE EX[STING SURFACE OR BASE ON WHICH

THE BITUMINOUS MIXTURE IS PLACED.

THE CONTRACTOR SHALL PROTECT AND CAREFULLY PRESERVE ALL PROPERTY MWARKERS
AND MONUMENTS UNTIL THE OWNER, AUTHORIZED ACGENT, OR  LAND SURVEYOR HAS
WITNESSED OR OTHERWISE REFEREMCED THEIR LOCATION. WHERE SECTIOM OR
SUB-SECTION MONUMENTS ARE ENCOUNTERED, THE ENGINEER SHALL BE MOTIFIED
BEFORE SUCH MONUMENTS ARE REMOVED, THE CONTRACTOR SHALL BE RESPONSIBLE
FOR HAVING AN AUTHORIZED SURVEYOR RE-LSTABLISH ARY SECTION OR SUB-SECTION
MONUMENTS DESTROYED 8Y BIS OPERATIONS,

ALL BISTURBED AREAS WITHIN THE RIGHT-OF-WAY SHALL BEC SEEDED,
FERTILIZED, AND MULCHED AS SHOWN IN THE PLANS AND AS DIRECTZD
By THE IZHNCGINEER,

. DO NOT INCLUDE MULCH OR EMULSIFIED ASHPALT On ZROSION CONTROL BLANKET AREAS.

THE LOCATION OF BURIED AND ABOVE GROUND UTILITIES SHO®N ARE APPROXIMATE, AND
ARE SHOWN FOR CONTRACTOR INFORMATIOMAL USE ONLY, AND ARE MGT TO BE REFERENCED
FOR CONSTRUCTION PURPOSES. THE IMPLIED PRESENCE OR ABSENCE OF UTILITIES IS NOT
TO BE CONSTRUED 8Y THE OWNER, ENGINEER, CONTRACTOR, OR SUBCONTRACTORS TO BE AN
ACCURATE AND COMPLETE REPRESENTATION OF UTILITIES THAT MAY OR MAY NOT EXIST
ON THE CONSTRUCTION SITE. BURIED AMD ABOVE GROUND UTILITY LOCATIONS, IDENTIFICATION,
AND MARKING ARE THE SOQLE RESPONSIBILITY OF THE CONTRACTOR, RERCGUTING
DISCOMMECTION, PROTECTION, ETC. OF ANY UTILITIES MUST 8F COORDINATED BETWEEM THE
CONTRACTOR, UTILITY COMPANY, AND OWNER. SITE SAFETY, INCLUDING THE AVOIDANCE OF
HAZARDS ASSOCIATED WITH BURIED AND ABOVE GROUND UTILITIES, REMAINS THE SOLE
RESPONSIBILITY OF THE COMTRACTOR.

. ANY REFERENCE TG A STANDARD 1N THESE PLANS SHALL BE INTERPRETED TO MEAN
THE EDITION AS IMDICATED BY THE SUB-NUMBER In THE INDEX OF SHEETS.

. ANY EXISTING ROAD SIGNS THAT INTERFERE WITH CONSTRUCTION WILL BE REMOVED OR
RELOCATED AS DIRECTED BY THL ENGINEER. AFTER THE CONSTUCTION 1$ COMPLETED,
THE CONTRACTOR WILL REPLACE THE SIONS AS DIRECTED 8Y THE ENGINEER. THIS WORK
WILL NOT BE PAID SEPARATELY BUT SHALL BE CONSIDERED INCLUDED IN THE CONTRACT
AND NO COMPENSATION WILL BE ALLOWED.

. THE FOLLOWING MIXTURE REQUIREMENTS ARE APPLICABLE FOR THIS PROJECT;
LOCATIONS: Us 73
MIXTORE GSE(SE: FATCHING
AL i PG 64-27
DESIGN AR VOIDS:

.07 @ N DESIGNZ30
WX TURE COMPOSITION:
(GRADATION MIXTURE) f._19.0
FRICTION AGGREGATE N/A

GENERAL NOTES

9. SEEDING Wil NOT BE PERMITTED AT anY TiME WHEN THE CROUND IS FROZEN, WET,
CROIN AN DNTILLABLE CONDITION, LOCATIONS TO BE SEEDEC SHALL BE DETERMINED
8Y THE ENGINEER.

10, ACCESS 7O ALL SIDERDADS BHALL BE MAINTAINED AT ALL TIMES UNLESS QTHERWISE
NOTED N THE PLANS,

1 SHOULD THE CONTRACTOR REQUEST OLR/EXISTING STRUCTURE PLAMS, THEY CAN
CONTACT THE SENIOR TEAM ENGINEER OR TEAM MAMAGER AS SHOWN OMN THE COVER SHEET.

12, In ADDITION TO FIELD SURVEYS, PLAN DIMENSIONS AND DETAILS RELATIVE TO THE
EXISTING FACILITIES HAVE BEEN TAKEN FROM EXISTING PLANS AND ARE SUBJECT TO
CONSTRUCTION VARIATIONS, 1T SHALL BE THE CONTRACTOR'S RESPONSIBILITY 10
VERIFY SUCH DIMENSIONS aAnD DETAILS In THE FIELD.  SUCH VARIATIONS SHALL NOT
BE A CAUSE FOR ADDITIONAL COMPENSATION DUE TO A CHANGE IN THE SCOPE OF
WORK, HOWEVER, THE CONTRACTOR WitL BE PaID FOR THE QUANTITY ACTUALLY
FURNISHED AT THE UNIT PRICE BID FOR THE WORK,

E3. ALL SAW CUTS NECESSARY TO COMPLETE THE WORK [N THESE PLANS SHALL BE
INCLUDED IN THE COST FOR THE vaRIOUS PaYy [TEMS BNVOLVED.  THE MINIMUM
SAW CUT DEPTH I THE PAVEMENT SHALL BE @ 1/27 UNLESS OTHERWISL SPECIFIED
I¥ A DETALL SHOWN IN THE PLANS,

P4, UNLESS DIRECTED BY THE ENGIMEER, PAVEMENT MARKING LINES SHALL NOT BF
LAID DIRECTLY OVER A LONGITUDINAL CRACK OR JOINT NOR OVER A TAR OR
ASPHALT PAINTED LIME, THE EDCE OF A CENTERLINE OR LANE LINE SHALL BE
OFFSET A MINIMUM DISTANCE OF 27 FROM A LONGITUDINAL CRACK OR JOINT,

E00E LINES SHALL BE APPROXIMATELY 2/ FROM THE £DGE LINE OF PAVEMENT.
SEE SECTION 780 OF THE STANDARD SPECIFICATIONS FOR TRAFFIC CONTRGL [TEMS.
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